Product Data Sheet No H39A

BAS I CS High Temperature/Heat Resistant Castors —

plate fixing

Castors

+ High Temperature/Heat Resistant Castors.

Effective temperature range -40°C to + 280°C.

Suitable for food production industries, bakeries,
catering applications etc.

- Wheel diameters - 80mm, 100mm & 125mm

Pressed steel housing.

Swivel head seal prevents ingression from grit.

+ Thermoplastic Ditherm wheel on plain bearing. Hiah T ture Fixed Cast
igh lemperature Fixe astor

+ Available as:
Swivel castor
Fixed castor
Swivel castor with total stop brake — locks both swivel
head & wheel.

4 hole top plate.

Top plate overall: T00mm x 85mm
Hole Centres: 80/75mm x 60/45mm for 8mm bolt

See datasheet H39B for stainless steel versions of
High Temperature Castors.

High Temperature Swivel Castor with total stop brake

Wheel Type/Material Thermoplastic Ditherm

Wheel Diameter 80mm 100mm 125mm
Load Capacity per castor 220kg 220kg 230kg
Tread Width 30mm 30mm 35mm
Fitted Height 110mm 128mm 158mm
Swivel Offset 38mm 42mm 44.5mm
Top Plate size 100mm x 85mm

Bolt hole centres & bolt size 80/75mm x 60/45mm. 8mm bolt

Swivel Castor. Reference H100S H101S H102S
Price £17.20 £17.90 £44.30
Fixed Castor. Reference H100F H101F H102F
Price £14.20 £14.50 £41.80
Swivel Castor with brake. Ref. H100B H101B H102B
Price £23.40 £24.90 £50.40

HELP & ADVICE
For castor selection and
specifications, call our experts on
01243 607029

NEXT DAY DELIVERY FREE DELIVERY
Orders over £90 value

(ex. VAT)

For these castors & 1000’s
of other stock products

All prices exclude carriage and VAT. Free Delivery over £90 (ex.VAT) order value.
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